
Interface                                                           Modbus-RTU
Baud rate                                                         4800 9600 19200 38400 115200 bps
Code                                                                Hexadecima
Address range                                                 0-99
Data response                                                 2ms （9600 19200 38400 115200 bps）
                                                                        5ms （4800bps）
No-load current                                              ≤80mA
Linearity                                                           ±0.5LSB
Counting direction                                          Can be set(Clockwise，increasing ,top-view of shaft)
External zero setting                                       Can be set,on-delay＞100ms
Anti-interference                                             EN61000-6-2
Emission interference                                      EN61000-6-4
Circuit protection                                            Surge protection（1KV） 、Reverse polarity protection 、ESD protection（8KV）

www.tofi-tech.com

             Motion control sensor
                          Absolute Encoder

JSCA50 Modbus-RTU SeriesAbsolute encoders – multiturn

Mechanical characteristics

Shaft diameter                                                          Solid shaft with keyway Φ25 mm，solid shaft Φ6、Φ8mm，Blind hollow shaft Φ8、Φ10mm
Material                                                                     Aluminum alloy
Shell material                                                            Tensile iron shell +Black painted
Shaft loading                                                             Max. 30 N Axial
Radial load                                                                Max. 60 N Axial
Bearing life                                                               10  turn
Rotatinal speed                                                         Max. 3000 min
Shock resistance                                                      50g，13ms
Shock resistance                                                      10g，10...2000Hz
Protection grade                                                        IP54/IP65
Working temperature                                                 -40℃...+80℃
Storage temperature                                                 -40℃...+80℃
Weight                                                                       ≈120g
Wiring method                                                           Radial direction
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Electrical characteristics

JSCA50 series
Sensing method   Magnetic
Functional principle  Multiturn
Mltiturn technology  Mechanical gears without batteries
Housing size Φ50mm
Shaft diameter  Solid shaft with keyway Φ25 mm，solid shaft Φ6、Φ8mm，
                         Blind hollow shaft Φ8、Φ10mm
Max. resolution  20Bit
Steps per turn  4096/12Bit
Number of turn  256/8Bit
Interface  Modbus-RTU
Supply voltage  DC5V、DC10-30V
Protection  IP54、IP65



②Shaft type

B: Blind hollow shaft

S：Solid shaft  
SK : Solid shaft with keyway

③Shaft diameter
B：Blind hollow shaft

8：Φ8mm
10：Φ10mm
S：Solid shaft  
6：Φ6mm
8：Φ8mm
SK : Solid shaft with keyway
25： Φ25mm

⑥Supply voltage
5 : 5VDC
10-30 : 10-30VDC

⑩Special code
XXXX

④① ③② ⑤ �⑦ ⑧ ⑨ ⑩⑥

①Extended No.
XX

JSCA50   XX    SK    25    B    08  12     CS64T     10-30    R     6    /   A     XXXX

⑦Exit position

R：radial direction
⑧Connection type
Figure：Cable length(m)

 m*）
⑨Rotection
Empty: IP54
A : IP65  

④Resolution MT
10: 1024

⑤Resolution ST
12: 4096

Signal                                  GND        +Ub           A             B           PRESET           V/R            NC            NC

Color WH            BN              YE               GN              GY                    PK                RD                BK
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  Explanation ：JSCA50SK series，Shaft diameter 25mm，Binary code output，Multiturn resolution 256，Singleturn resolution 4096，Modbus-RTU

                         output，Baud rate 19200，Counting settings，Setup ，DC10-30V，radial direction 6m。

 *）Note： 1，   While supply voltage is 5V DC，cable length≤8m.

            2，Please choose the ordering information：Extended No.、Shaft diameter、Output code、Multiturn resolution、Singleturn resolution、

                  Output interface、Baud rate、Communication mode、Supply voltage、Exit position and Cable length。

Ordering example： JSCA50SK25B0812CS64T10-30R6，Counting direction of the factory is set to clockwise increasing。

Ordering information

Terminal assignment

Accessories（sold separately） Note：Further stator coupling can be found in the accessories selection table.

Stator coupling, double-winged
Model（common）：8162A

Stator coupling, double-winged
Model（common）：8140

Coupling 
model （common）：8212B   8-8

Note：Printed in bold=standard items



JSCA50SK25

JSCA50S6
JSCA50S8

JSCA50B8
JSCA50B10
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Dimensions


